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(f) Sodium Compounds, including So-
dium Carbonate, Sodium Chloride, and
Sodium Sulfate.

(g) Pumice.
(h) Gilsonite.
(i) Talc and Pyrophyllite.
(j) Boron, including Borax, Kernite,

and Colemanite.
(k) Barite.
(l) Fluorospar.
(m) Feldspar.
(n) Diatomite.
(o) Perlite.
(p) Vermiculite.
(q) Mica.
(r) Kyanite, including Andalusite,

Sillimanite, Topaz, and Dumortierite.
Nonmetallic mineral processing plant

means any combination of equipment
that is used to crush or grind any non-
metallic mineral wherever located, in-
cluding lime plants, power plants, steel
mills, asphalt concrete plants, portland
cement plants, or any other facility
processing nonmetallic minerals except
as provided in § 60.670 (b) and (c).

Portable plant means any nonmetallic
mineral processing plant that is
mounted on any chassis or skids and
may be moved by the application of a
lifting or pulling force. In addition,
there shall be no cable, chain, turn-
buckle, bolt or other means (except
electrical connections) by which any
piece of equipment is attached or
clamped to any anchor, slab, or struc-
ture, including bedrock that must be
removed prior to the application of a
lifting or pulling force for the purpose
of transporting the unit.

Production line means all affected fa-
cilities (crushers, grinding mills,
screening operations, bucket elevators,
belt conveyors, bagging operations,
storage bins, and enclosed truck and
railcar loading stations) which are di-
rectly connected or are connected to-
gether by a conveying system.

Screening operation means a device for
separating material according to size
by passing undersize material through
one or more mesh surfaces (screens) in
series, and retaining oversize material
on the mesh surfaces (screens).

Size means the rated capacity in tons
per hour of a crusher, grinding mill,
bucket elevator, bagging operation, or
enclosed truck or railcar loading sta-
tion; the total surface area of the top

screen of a screening operation; the
width of a conveyor belt; and the rated
capacity in tons of a storage bin.

Stack emission means the particulate
matter that is released to the atmos-
phere from a capture system.

Storage bin means a facility for stor-
age (including surge bins) or non-
metallic minerals prior to further proc-
essing or loading.

Transfer point means a point in a con-
veying operation where the non-
metallic mineral is transferred to or
from a belt conveyor except where the
nonmetallic mineral is being trans-
ferred to a stockpile.

Truck dumping means the unloading
of nonmetallic minerals from movable
vehicles designed to transport non-
metallic minerals from one location to
another. Movable vehicles include but
are not limited to: trucks, front end
loaders, skip hoists, and railcars.

Vent means an opening through
which there is mechanically induced
air flow for the purpose of exhausting
from a building air carrying particu-
late matter emissions from one or
more affected facilities.

Wet mining operation means a mining
or dredging operation designed and op-
erated to extract any nonmetallic min-
eral regulated under this subpart from
deposits existing at or below the water
table, where the nonmetallic mineral is
saturated with water.

Wet screening operation means a
screening operation at a nonmetallic
mineral processing plant which re-
moves unwanted material or which sep-
arates marketable fines from the prod-
uct by a washing process which is de-
signed and operated at all times such
that the product is saturated with
water.

[51 FR 31337, Aug. 1, 1985, as amended at 62
FR 31359, June 9, 1997]

§ 60.672 Standard for particulate mat-
ter.

(a) On and after the date on which
the performance test required to be
conducted by § 60.8 is completed, no
owner or operator subject to the provi-
sions of this subpart shall cause to be
discharged into the atmosphere from
any transfer point on belt conveyors or
from any other affected facility any
stack emissions which:
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(1) Contain particulate matter in ex-
cess of 0.05 g/dscm; and

(2) Exhibit greater than 7 percent
opacity, unless the stack emissions are
discharged from an affected facility
using a wet scrubbing control device.
Facilities using a wet scrubber must
comply with the reporting provisions
of § 60.676 (c), (d), and (e).

(b) On and after the sixtieth day after
achieving the maximum production
rate at which the affected facility will
be operated, but not later than 180 days
after initial startup as required under
§ 60.11 of this part, no owner or operator
subject to the provisions of this sub-
part shall cause to be discharged into
the atmosphere from any transfer
point on belt conveyors or from any
other affected facility any fugitive
emissions which exhibit greater than 10
percent opacity, except as provided in
paragraphs (c), (d), and (e) of this sec-
tion.

(c) On and after the sixtieth day after
achieving the maximum production
rate at which the affected facility will
be operated, but not later than 180 days
after initial startup as required under
§ 60.11 of this part, no owner or operator
shall cause to be discharged into the
atmosphere from any crusher, at which
a capture system is not used, fugitive
emissions which exhibit greater than 15
percent opacity.

(d) Truck dumping of nonmetallic
minerals into any screening operation,
feed hopper, or crusher is exempt from
the requirements of this section.

(e) If any transfer point on a con-
veyor belt or any other affected facil-
ity is enclosed in a building, then each
enclosed affected facility must comply
with the emission limits in paragraphs
(a), (b) and (c) of this section, or the
building enclosing the affected facility
or facilities must comply with the fol-
lowing emission limits:

(1) No owner or operator shall cause
to be discharged into the atmosphere
from any building enclosing any trans-
fer point on a conveyor belt or any
other affected facility any visible fugi-
tive emissions except emissions from a
vent as defined in § 60.671.

(2) No owner or operator shall cause
to be discharged into the atmosphere
from any vent of any building enclos-
ing any transfer point on a conveyor

belt or any other affected facility emis-
sions which exceed the stack emissions
limits in paragraph (a) of this section.

(f) On and after the sixtieth day after
achieving the maximum production
rate at which the affected facility will
be operated, but not later than 180 days
after initial startup as required under
§ 60.11 of this part, no owner or operator
shall cause to be discharged into the
atmosphere from any baghouse that
controls emissions from only an indi-
vidual, enclosed storage bin, stack
emissions which exhibit greater than 7
percent opacity.

(g) Owners or operators of multiple
storage bins with combined stack emis-
sions shall comply with the emission
limits in paragraph (a)(1) and (a)(2) of
this section.

(h) On and after the sixtieth day
after achieving the maximum produc-
tion rate at which the affected facility
will be operated, but not later than 180
days after initial startup, no owner or
operator shall cause to be discharged
into the atmosphere any visible emis-
sions from:

(1) Wet screening operations and sub-
sequent screening operations, bucket
elevators, and belt conveyors that
process saturated material in the pro-
duction line up to the next crusher,
grinding mill or storage bin.

(2) Screening operations, bucket ele-
vators, and belt conveyors in the pro-
duction line downstream of wet mining
operations, where such screening oper-
ations, bucket elevators, and belt con-
veyors process saturated materials up
to the first crusher, grinding mill, or
storage bin in the production line.

[51 FR 31337, Aug. 1, 1985, as amended at 62
FR 31359, June 9, 1997]

§ 60.673 Reconstruction.
(a) The cost of replacement of ore-

contact surfaces on processing equip-
ment shall not be considered in calcu-
lating either the ‘‘fixed capital cost of
the new components’’ or the ‘‘fixed
capital cost that would be required to
construct a comparable new facility’’
under § 60.15. Ore-contact surfaces are
crushing surfaces; screen meshes, bars,
and plates; conveyor belts; and eleva-
tor buckets.

(b) Under § 60.15, the ‘‘fixed capital
cost of the new components’’ includes
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